
LP-C1 Floor Stand
Installation Instructions
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Warnings:
1.When using a utility knife or scissors, be careful to avoid hand 
injuries.
2.During installation, do not place hands in the runner to prevent 
injury.
3.Do not remove safety devices to avoid harm.
4.Do not place hands underneath it to prevent crushing injuries.
5.To avoid machine damage, use only the power cord and 
accessories provided with the product.

Installation instructions：
1.Number of installers required: 2.
2.The machine should be installed with the adjustable base first, 
paying attention to the base orientation.
3.The machine must not be placed upside down.
4.When installing the machine at an elevated position, ensure proper 
balance to prevent tipping, falling, or other safety hazards.



Step 1

6mm Allen wrench
M8X20 Screw and spring 
washer、flat washer
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Note：Do not omit the 2 
screws at the bottom.



Step 2

I

6mm Allen wrench
M8X20 Screw and spring 
washer、flat washer
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Step 3

5mm Allen wrench
M6X16 Combination Screw
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Note：
The indexing pin is 
not on the same 
side as the power 
panel

Note：The machine can be flipped 90 °to 
facilitate the installation of the base.



Step 4

6mm Allen wrench
M8X20 Screw and spring 
washer、flat washer
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Step 5

3mm Allen wrench
M4X10 Combination Screw
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Step 6
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Caution: 
Before performing any operation, ensure safety by 
following the steps below.

1.Remove the quickly 
disassemble  pin:
Before adjusting the 
machine angle,must 
remove the quickly 
disassemble  pin securing 
the machine angle.

2.Angle adjustment:
Adjust the machine angle 
as needed by using the 
angle adjustment locking 
pin（-40°~+60°）.

Note: Ensure all adjustments are securely in place to 
prevent any potential hazards.



Overall Machine Effect
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