
LP-C2 Floor Stand
Installation Instructions
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NOTES：
1.The machine and bracket are packaged in a wooden box, and all 
materials are inside the box;
2.When using a knife or scissors, avoid injuring your hands;
3.Do not place your hands in the channel to avoid injury;
4.Do not place your hands under the machine to avoid crushing it;
5.Do not remove safety devices;
6.To prevent machine damage, please only use the power cord and 
accessories provided with the product;

Installation instructions：
1.Installation personnel: 2 workers;
2.Install the machine with the adjustment base first, and pay attention 
to adjusting the direction of the base during installation;
3.The machine needs to adjust its rollover posture and install an 
adjustment base;
4.The machine shall not be placed upside down;
5.The machine needs 2 workers to lift and install it on the bracket;
6.When lifting the machine, pay attention to the center of gravity to 
prevent safety issues such as tipping over, falling, and injury;

Storage and transportation：
1.Do not place or store the machine in a damp or damp environment. The 
machine should be stored in an environment with a temperature range of 

-25~+55 ℃ (-13~131 ℉) and a relative humidity range of 10%~90% RH;
2.The machine should not be subjected to vibration or impact during 
transportation;
3.Keep the installation area clean and unobstructed, with sufficient 
light and good ventilation;
4.If the machine is moved from a colder area to a hotter area, 
condensation may form inside and outside the machine. Let the machine 
return to room temperature and wait for the condensed water to 
evaporate before installation;



Note:
1.Please follow 

the unpacking 

steps to unpack 

the box

Step 1

Step 2

Step 3
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5mm Allen wrench
Remove Screw

X1

Note:
1.Unpacking 

screws can not 

beused again;



5mm Allen wrench
M6X16 Combination 
Screw

X4

X1
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Note：
The two screws at the 
bottom are not missing

Step 4
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Step 5

X6
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5mm Allen wrench
M6X16 Combination 
Screw



Step 6

X4

X1

5mm Allen wrench
M6X16 Combination 
Screw



Step 7

X2

X1
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X4

X1

X4

7mm Socket wrench
Lock nut M4 and 
flat washer M4

T-type hex box 
wrench T25
Plum blossom pan 
head screw M5*18

Note：
Screw M5X18 
pre installed 
on C



Step 8

EF
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Step 9

1.Remove the strengthening 
screws:
Before remove the hexagonal 
screws,first remove the 4 
strengthening screws securing the 
machine angle. 2 screws on each 
side.

2.Remove the hexagonal 
screws:
Before adjusting the machine 
angle,must remove the handle screws 
securing the machine angle.

3. Angle adjustment:
Adjust the machine angle as needed 
by using the angle adjustment

locking pin（-40°~+40°）.

Note: Ensure all adjustments are securely in place to prevent 
any potential hazards.

Warning: 
Before performing any operation, ensure safety by following the 
steps below:

5mm Allen wrench

X1



Final assembly
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